Warren County Schools
CCTV Equipment Bid

Device QTy Price each Total Amount

16 channel 1080p HD-TVI DVR 15
w/3TB HDD
(D16VT3TB or equivalent)

Intensifier T 1080p Bullet camera | 75
( HTINT70T or equivalent)

2MP 1080P Indoor dome camera | 125
{ HT5940T or equivalent)

Junction box ( dome camera) 50
( CVCIBD or equivalent)

Junction box ( for bullet camera) | 75
(CVCIBB or equivalent)

Adaptor Plate for Dome Camera | 50
( 59 Plate or equivalent)

Compression BNC 300
{ FSNS59BNCL or equivalent)
HD-TVI Video Balun 50

Note: The quantities are estimates only and are not guaranteed to be purchased.
Warren County Schools has the right to purchase as package or by line item or to reject bid.

Award of bid subject to Warren County Schools Maintenance Department budget.



Technical Specifications:
1080p HD-TVI Digital Video Recorder

TEM DavT i 08T ¢ o DisvT
Channel 4 I 8 16
Signal Distance Up to 1600 fee! {depending on conx quality)”
Input Input Level Composile, 1.0Vp-p, 75 ochms
ki §19nui Formal NTSC/PAL
Video Loss Gheck Yes
HOM® 1 HOMI {1024x768, 1280720, 1280x1024, 1920x1080)
Output VGA 1 VGA (1024768, 1280720, 1280%1024, 1920x7 080)
CVBS / Spol 1 maln or 1 spot
input & Output 4 line Input & 1 fine output
o Audio Codec G711
Sehsor lrjpul 4 channal (NC/NQ selaclable)
A Alarm Output 1 alarm out by sensor, motion, video loss, HDD temperature and HOD failure
Senal RS-486 ] PTZ 1
Compression. H.264
Muill-Operation QUADPLEX (play / record { network / backup)
1080p TVI 60fps 120fps 240fps
i Resolution 720pTVI 1201ps 240fps 480Ips
L $60H Analog 120fps 240fps AB0fps
Resrdd { Recording Mode Conlinuous / Scheeule ! Motion / Sensar / Manual / G + Motion / Gontinuous + Sensar
f; Motion Delection Motlon deledion selup by grid
! Recording by Channel's Resolution Yes
Pre-Reconding Max. 20 minules
Post Recerding Max. 60 seconds
Mutti-Decnding 1.4 1.4.8 1,4,.9.16
Pleybact Search Mode EZ Search, Smart (Museum) Search, Timefine, Event, Archive, Log
Inferface Type Serial ATA
HDD Capacily of 1 HDD 478
Inlemal HDD 2
Storage USB Flash Drive Video & Slill Image
Backup USB External HDD Video & Still Imege
Network Video & Slill image
USB Port 1 front, 1 rear
Menu Display GUL
User IF
- Input Methed IR, Mouse, Keyboerd Conirollar
Inlerfecs 10/100Base-T 10/100/1000Base-T
Network
Streaming CIF 15fps  channe! max.
Mablle Viewer Live, Search, PTZ, 2-Way Audio
PC Web Viewer Intemet Explorer, Chrome, Fircfox, Safari (Live, Search. Backup, PTZ, Remole Setup)
Network Access
PC Clignt Multi-Clien| Viewer and SecureGuard® {Live, Search, Backup, PTZ, Remole Setup)
MAC Clienl Cllent for MAC and SecureGuard® (Live, Search, Backup, PTZ, Remole Setup)
Digital Daterrent® Defaull + up to 8 custom audio Mes )
Dighal Zoam Yes
DLS (Daylight Savings) Yes
EZ Record Yas
SMART Yes
Features Internal Beep By video loss. MDD emar
Mulli-Language English / Spanish ! French
Dynamic DNS Yes (free Speco DDNS)
SW Upgrade USB and remole software upgrade
Emall Notificdtion Yes
NTP (Netwark Time Protocol) Yes
Power Source Power Supply Veitage 12VDC, 34 | 12VDC, 5A
Allowable Operatng Temperalure / Humidify 41% F - 104* £/ 20% - 80% RH
Allowable Slorage Temperatura i 14°F-422°F
Weight Unit Weight (Gross Weight) 3.3 bs,
Dimensions

Unit Dimenslons (W x Hx D)

13.47 (W) x 2.48° {H) x 10.31° (D)




HD-TVI 1080p 2MP
Indoor/Qutdoor Bullet Camera

HTINT70T or equivalent

* Fult HD resolution over coax (HD-TVI)

+ Supports up fo Full HD 1080p @ 30fps

» True WDR operation

» Superior low-light performance

* Amplify existing light with no distance
limitation

+ Presets: Indoor, Qutdoor, Low Light,
Lobby, Elevator

* Heater circultry and anti-moisture glass
reduce fog or condensation under any
weather condltion

» 12VDC & 24VAC
dual voltage operation
+ Vandal / tamper resistant
» P67 compliant
+ 5 year warranty

| N

+ 3-axis for wall and ceiling mounting

* Full OSD operation through on-board
contral and UTC (up the coax)

+ Additional 960H analog output

» Signal distance up to 1600 feei*

Camera Spacifications

Image Sensor ................. 173" Sony Exmor CMOS, 2MP
Minimum llumination...... 0.001 fux

Effective Pixels ............... 1984 (H) x 1105 \%)

Total Pixels ..... .. 2000 (H) x 1121 (V)

Scanning System............ Progressive

SIN Ratio ....................... More than 50dB

Output Resolution........... 1920x1080 @30fps / 1280X720 @ 60fps
Video Output................... 1.0Vp-p/ 75 Ohms

Electronic Shutter ........... Auto / Manuat (1/30 - 1/30,000 sec.) / Flicker
WOR ..ot ON (Low / Middle / High) / OfF

Day / Night...................... Auto / Color / BW / External

White Balance .. Auto / AWB / AWC-Set / Manual
Brightness....................... 0 — 20 (adjustable)

AGC............. ... 0 — 20 (adjustable)

Sense-up..... 2x - 32x (adjustable)
Backlight...........coonriniiiniae BLC rHSBLC

Motion Detection, .. On / Off (4 zones)

Privacy Masking .... On / Off (16 zones)

Camera Specifications (sontinued)

MIrror...coccvievcceveveeenenn. On 1 OFF
VEEND covcssnmmsmisesnmssssns Oon/Off
Sharpness ...................... 0 = 20 {adjustable)

Lens Shading.................. On [ Off

creveeeeiennneen. OFf f Low / Middle / High
Test Monitor Output........ CVBS

Communication............... UTG {up the coax)
Operating & Unit Specifications
POWer .......coevevncvennnnnn, 12VDC 1 24VAC dual voltage

{power supply not included)
Power Consumption ....... 12VDC, 500mA max. / 24VAC, 195mA max.
Operating Temperature... -4° F - 140° F
Operating Humidity......... 20% - 85% RH
Unit Dimensions ............. 3.94" (W) x 3,84" (H) x 8.27" (L)

Unit Weight..................... 3.1 Ibs
Certifications................... FCC, RoHS
Signal Distance................ Up ta 1600 feet (depending on coax quality)*



intense IR HD-TVI( 1080p 2MP
Indoor/Qutdoor Dome Camera

HT5940T or equivalent

= Full HD resolution over coax (HD-TVI)
« Suppoarts up to full HD 1080p @ 30fps
+ True WDR aperation
+ Intense [R function — no saturation, IR intensity adapts
to subject to provide vivid image
* True day/night operation — mechanical IR cut gter
+ Heater circuitry and anti-moisture glass reduce fog or
condensation under any weather condition
+ 3-axis for wall and ceiling mounting
+ Chameleon Cover™: snaps on and can be painted to match any décor!*
* Full OSD operation through on-board control and UTC {up the coax)
* Additicnal 960H analog output
+ 12VDC & 24VAC dual voltage operation
»Vandal / tamper resistant

« P67 compliant

* 5 year warranty
, R
Camera Speci;cations Camera Specijcations (continuer)
Image Sensor.................. 1/3" Sony Exmor CMOS, 2MP MIFTOF ovvieereceneeceensenenn, On £ OFF
Minimum lllumination....... 0.001 lux V-Flp ccicsmiiimmn ON L OF
Effective Pixels................. 1984 (H) x 1105 (V) Sharpriess ....................... 0 ~ 20 (adjustable)
Total Pixels .......c..cornemn.. 2000 (H) % 1121 (V) Lens Shading.................. On / Off
Scanning System............. Progressive DNR..coovveirvrrrrssrivisennnnnns. OFF [ Low / Middle / High
IR Range ......................... 66 f. (depending on scene refection) Test Monitor Output......... CVBS
Intense IR .... -.. 0 — 20 {adjustable) Communication............... UTC (up the coax)
S/N Ratio........ ... More than 50dB Operating & Unit Speciycations
Qutput Resolution.. ... 1920x1080 @ 30fps / 1280x720 @ 60fps Power .........ccovevienenn.. 12V0DC 1 24VAC dual voltage
Video Output.................... 1.0Vp-p { 75 Ohms {power supptly not included)
Electronic Shutter ... Auto / Manual (1/30 — 1/30,000 sec.) / Flicker Power Consumption ......., 12VDC, 510mA max. / 24VAG, 185mA max.
WDR .oooriinenniienancnne.. ON (Low 7 Middle / High) / Off Operating Temperature.... 4° F - 140° F
Day / Night.........eeeivene... Auto 7 Color / BW / External Operating Humidity.......... 20% - 95% RH
White Balance ................. Auto / AWB / AWC-Set / Manual Unit Dimensions .............. 3.35" (H} x 4.72" {Dia.)
Brightness.......cccceeenenn. 0 — 20 (adjustable) Unit Weight........ccoc.ceenr. 2.2 Ibs.
AGC....cciiieienicnenenennn.. 0 — 20 (adjustable) Certijcations................... FCC, RoHS
Sense-Up......crieennn. 2% — 32x (adjustable)

Backlight...... .. BLC/HSBLC
Mation Detection.............. On/ Off (4 zones)
Privacy Masking .............. On / Off (18 zones)




FSNS59BNCL or equivalent

Features

In order to create the industry’s most reliable and easy-to-install BNC connector for
RG59 CCTV cable, PPC has combined the following patented/patent-pending features:
+ One piece non-blind entry design for labor savings and a less complicated installation.

» Split Ferrule design for accommodating most RG59 CCTV cables.

- Sliding pin eliminates blind entry when inserting cable.

+ Plastic compression sleeve for easy insertion & lowest possible tool compression force.

CCTV cable, which is usually canstructed with copper center conductor and braid
and no inner foil, can vary in diameter from manufacturer to manufacturer making
installation difficult. The split ferrule design in the security BNC collapses on

the cable jacket when the sleeve Is compressed by the tool making cable insertion
extremely easy — but without sacrificing cable retention.

Physical Properties Mechanical Properties
« Nutand Collar: NiTin Plated Brass - Cable Insertion Force: 20 bs. maximum
- Split Ferrule Body: Tin Plated Brass + Cable Retention Force: 40 Ibs. rminimum
per SCTE IPS-SP-401
Electrical Properties .
« Retumn Loss: > -30 dB up to 1 GHz typical Environmental Properties
- Insertion Loss: <02 dB up to 1 GHz typical + Temperature Rating 40 °F (40°C)
- RFl Shielding: -85 dB typical 10 140¢F (60<C)
(60% bonded foil) - Salt Fog: Passes 1000 hours ANSI/SCTE 143 2007
Cable Sizes
Inches Minimum ~ Maximum Millimeters Minimum ~ Maximum
Center 0317 ~ 0339 Center 81 ~ .86
Dielectric 130 ~ 148 Dielectric 330 ~ 3.76
Outer Jacket 232 ~ 248 Quter Jacket 5.89 ~ 6.30



